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San Diego Gas and Electric

2013 Ex Post Load Impacts - BIP

TABLE 1: Menu options

Uncertainty Adjusted Impact - Percentiles

Type of Results

Aggregate

10th 30th 50th 70th 90th

Event

Thursday, September 05, 2013

1:00 0.8 0.7 0.1 72.3 -0.5 -0.2 0.1 0.3 0.7

Customer Characteristic

All Customers

2:00 0.7 0.7 0.0 70.4 -0.6 -0.2 0.0 0.3 0.6

TABLE 2: Output

3:00 0.7 0.6 0.1 71.1 -0.5 -0.1 0.1 0.3 0.7

Number of Accounts

7

4:00 0.7 0.6 0.1 71.1 -0.5 -0.2 0.1 0.3 0.7

Aggregate FSL (MW)

1.5

5:00 0.7 0.6 0.1 70.6 -0.5 -0.1 0.1 0.3 0.7

6:00 0.8 0.7 0.1 71.4 -0.5 -0.2 0.1 0.3 0.6

7:00 1.6 1.7 -0.1 74.3 -0.7 -0.3 -0.1 0.1 0.5

8:00 3.5 3.3 0.3 78.6 -0.3 0.0 0.3 0.5 0.9

9:00 4.3 3.8 0.5 84.6 -0.1 0.3 0.5 0.8 1.1

10:00 4.5 4.0 0.5 87.1 -0.1 0.2 0.5 0.7 1.1

 

11:00 4.5 3.9 0.5 87.3 -0.1 0.3 0.5 0.8 1.1

12:00 4.6 3.5 1.0 87.4 0.4 0.8 1.0 1.3 1.6

13:00 4.4 3.4 1.0 88.3 0.4 0.7 1.0 1.2 1.6

14:00 4.1 1.8 2.4 88.9 1.7 2.1 2.4 2.6 3.0

15:00 3.1 1.4 1.7 89.0 1.1 1.5 1.7 2.0 2.4

16:00 2.8 1.4 1.3 88.1 0.7 1.1 1.3 1.6 2.0

17:00 2.6 1.4 1.2 85.6 0.6 1.0 1.2 1.5 1.9

18:00 2.5 2.3 0.2 84.3 -0.4 0.0 0.2 0.5 0.9

19:00 1.9 2.9 -1.0 81.9 -1.6 -1.2 -1.0 -0.7 -0.4

20:00 1.5 3.0 -1.5 80.0 -2.1 -1.8 -1.5 -1.3 -0.9

21:00 1.3 2.6 -1.3 75.7 -1.9 -1.5 -1.3 -1.0 -0.7

1 to 5 PM

22:00 1.2 2.6 -1.4 73.9 -2.0 -1.6 -1.4 -1.2 -0.8

23:00 1.0 1.0 0.0 72.3 -0.6 -0.3 0.0 0.2 0.6

0:00 0.8 0.7 0.1 71.1 -0.5 -0.1 0.1 0.3 0.7

Uncertainty Adjusted Impact - Percentiles

10th 30th 50th 70th 90th

Hour 

Ending

 Load Impact 

(MW)

225.3

Cooling 

Degree          

Hours             

(Base 70)

Reference 

Energy Use 

(MWh)

Energy Use 

with DR 

(MWh)

Change in 

Energy Use 

(MWh)

3.0 4.7 5.9 7.1 8.9

Reference 

Load (MW)

Load with 

DR (MW)

Weighted 

Temp (F)



Daily

54.7 48.7 5.9
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